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Environmental Protection Agency § 86.090–3

and intra-city delivery and pickup. En-
gines in this group are normally used
in vehicles whose GVWR varies from
19,500–33,000 lbs.

(3) Heavy heavy-duty diesel engines
are sleeved and designed for multiple
rebuilds. Their rated horsepower gen-
erally exceeds 250. Vehicles in this
group are normally tractors, trucks,
and buses used in inter-city, long-haul
applications. These vehicles normally
exceed 33,000 lbs. GVWR.

Production weighted particulate aver-
age means the manufacturer’s produc-
tion-weighted average particulate
emission level, for certification pur-
poses, of all of its diesel engine fami-
lies included in the light-duty particu-
late averaging program. It is cal-
culated at the end of the model year by
multiplying each family particulate
emission limit by its respective pro-
duction, summing those terms, and di-
viding the sum by the total production
of the effected families. Those vehicles
produced for sale in California or at
high altitude shall each be averaged
separately from those produced for sale
in any other area.

Throttle means a device used to con-
trol an engine’s power output by lim-
iting the amount of air entering the
combustion chamber.

Total Hydrocarbon Equivalent means
the sum of the carbon mass emissions
of non-oxygenated hydrocarbons, meth-
anol, formaldehyde or other organic
compounds that are separately meas-
ured, expressed as gasoline-fueled vehi-
cle hydrocarbons. In the case of ex-
haust emissions, the hydrogen-to-car-
bon ratio of the equivalent hydro-
carbon is 1.85:1. In the case of diurnal
and hot soak emissions, the hydrogen-
to-carbon ratios of the equivalent hy-
drocarbons are 2.33:1 and 2.2:1, respec-
tively.

Trading means the exchange of
heavy-duty engine NOX or particulate
emission credits between manufactur-
ers.

Useful life means:
(a) For light-duty vehicles a period of

use of 5 years or 50,000 miles, whichever
first occurs.

(b) For a light-duty truck engine
family, a period of use of 11 years or
120,000 miles, whichever occurs first.

(c) For an Otto-cycle heavy-duty en-
gine family, a period of use of 8 years
of 110,000 miles, whichever first occurs.

(d) For a diesel heavy-duty engine
family:

(1) For light heavy-duty diesel en-
gines, period of use of 8 years or 110,000
miles, whichever first occurs.

(2) For medium heavy-duty diesel en-
gines, a period of use of 8 years or
185,000 miles, whichever first occurs.

(3) For heavy heavy-duty diesel en-
gines, a period of use of 8 years or
290,000 miles, whichever first occurs.

(e) As an option for both light-duty
truck and heavy-duty engine families,
an alternative useful life period as-
signed by the Administrator under the
provisions of paragraph (f) of § 86.090–21.

(f) The useful-life period for purposes
of the emissions defect warranty and
emissions performance warranty shall
be a period of 5 years/50,000 miles
whichever first occurs, for light-duty
trucks, Otto cycle heavy-duty engines
and light heavy-duty diesel engines.
For all other heavy-duty diesel engines
the aforementioned period is 5 years/
100,000 miles, whichever first occurs.
However, in no case may this period be
less than the manufacturer’s basic me-
chanical warranty period for the en-
gine family.

[55 FR 30612, July 26, 1990, as amended at 60
FR 34334, June 30, 1995; 62 FR 31233, June 6,
1997]

§ 86.090–3 Abbreviations.

(a) The abbreviations in § 86.078–3 re-
main effective. The abbreviations in
this section apply beginning with the
1990 model year.

(b) The abbreviations in this section
apply to this subpart, and also to sub-
parts B, E, F, M, N, and P of this part,
and have the following meanings:

DNPH—2,4-dinitrophenylhydrazine.
FEL—Family emission limit.
GC—Gas chromatograph.
HPLC—High-pressure liquid chroma-

tography.
MeOH—Methanol (CH3OH).
Mg—Megagram(s) (1 million grams)
MJ—Megajoule(s) (1 million joules)
THCE—Total Hydrocarbon Equivalent
UV—Ultraviolet.

[55 FR 30613, July 26, 1990, as amended at 60
FR 34335, June 30, 1995]
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